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The Lead and Copper Rule (LCR) requires all community and nontransient, noncommunity water systems to sample at locations that may be particularly susceptible to high lead or copper concentrations in accordance with IDAPA 58.01.08.350.07. The LCR establishes a tiering system for prioritizing sampling sites. A materials evaluation is required to help classify sampling sites into tiers. Most existing water systems conducted this survey in 1992 but will benefit from conducting the survey again as materials may have changed. New water system owners and operators must perform a materials evaluation prior to lead and copper tap monitoring. This form defines the monitoring requirements, tiering system for prioritizing sampling sites, and includes a site selection certification form for submittal to the Department. This form is intended to help with site selection but you are not required to use this form if you can otherwise certify the information. 

	Table 1: Lead and Copper Tap Monitoring

	Size Category
	System Size
	# of Pb/Cu Tap Sample Sites

	
	
	Standard
	Reduced

	Large
	>100k
	100
	50

	
	50,001-100k
	60
	30

	Medium
	10,001-50k
	60
	30

	
	3,301-10k
	40
	20

	Small*
	501-3,300
	20
	10

	
	101-500
	10
	5

	
	≤ 100
	5
	5


*Small systems with fewer than 5 drinking water taps may be eligible for further reduced monitoring. 

	
	Table 2: Tiering Classification

	Tier
	Community Water System
	Non-Community Water System

	Tier 1

	Single family residence with:
Lead pipes
Lead service lines
Copper pipes with lead solder installed between 1982 - 1988
	Any buildings with:
Lead pipes
Lead service lines
Copper pipes with lead solder installed between 1982 - 1988

	Tier 2
	Buildings or multi-family residences with:
Lead pipes
Lead service lines
Copper pipes with lead solder installed between 1982 - 1988
	Any buildings with:
Copper pipes with lead solder installed before 1983

	Tier 3
	Single family residence with:
Copper pipes with lead solder installed before 1983
	Not Applicable

	
	
	 
	
	 

	
	
	 
	 
	 



*Any water system that cannot complete its sampling at sites that meet the applicable tier criteria must complete sampling at representative sites throughout the distribution system. 


	
Materials Survey Results and Site Selection Certification

	PWS ID:
	[bookmark: Text1][bookmark: _GoBack]      
	PWS Name:
	[bookmark: Text4]     

	Population:
	[bookmark: Text2]      
	# of Sites Needed:
	[bookmark: Text12]     
	*Based on standard monitoring from Table 1.



	Table 3: Plumbing Material

	Type of Structure
	Interior Premise Plumbing
	Distribution System

	
	Lead Pipe
	Copper w/ Lead Solder 1982-1988
	Copper w/ Lead Solder <1983
	Lead Service Lines (LSL)

	
	# of Service Connections
	# of Service Connections

	Single Family Residence (SFR)
	[bookmark: Text5]     
	     
	     
	     

	Multi-family Residence (MFR)
	[bookmark: Text6]     
	     
	     
	     

	Public or Commercial Building (BLDG)
	     
	     
	     
	     

	TOTAL
	     
Tier 1
	     
Tier 1 or 2
	     
Tier 2 or 3
	     
Tier 1 or 2

	
	
	
	
	
	

	Please use Table 4 or attach the materials survey worksheet to provide the addresses of the selected sampling sites in accordance with IDAPA 58.01.08.350.07. Only Tier 1 and LSL sites should be selected for monitoring. If you cannot locate enough Tier 1 sites to meet your monitoring requirements, Tier 2 sites may be selected. Tier 3 sites should only be selected after exhausting all Tier 1 and 2 sites. The form will expand if used electronically. Sampling sites with point-of-entry or point-of-use tap filtration treatment may not be used unless approved by the Department. 


	Table 4: Sampling Site Addresses 

	Tier 1 sampling site addresses:
	[bookmark: Text8]     

	Tier 2 sampling site addresses:
	[bookmark: Text9]     

	Tier 3 sampling site addresses:
	[bookmark: Text10]     

	LSL sampling site addresses:
	[bookmark: Text11]     



[bookmark: Check1]|_| Materials survey worksheet enclosed. 



I hereby affirm I have reviewed the sampling sites and the requirements stipulated above are met. 
Idaho Department of Environmental Quality 		LCR Sampling Site Plan

 Version 1.0	
	


Signature: 						
[bookmark: Text14]Title:       

Printed Name: 			           			 
[bookmark: Text15]Date:      

Conducting a Materials Evaluation Survey


To identify sites that are susceptible to high lead or copper concentrations, you should survey all records documenting the materials used to construct and repair your distribution system and buildings connected to your system. Relevant information may be attained through the following sources:

· Plumbing codes
· Plumbing permits
· Distribution maps and drawings
· Inspection and maintenance records
· Meter installation records
· Permit files
· Existing water quality data
· Interviews with personnel and inspectors
· Community surveys

Tier 1 sites should be identified first. DEQ recommends you locate more sites than required in case a volunteer drops out of the sampling pool. If lead service lines are present, at least half of your samples must be from taps served by lead service lines. If you cannot locate enough Tier 1 sites to meet your monitoring requirements, Tier 2 sites should be identified. If there are insufficient Tier 1 and Tier 2 sites, Tier 3 sites may be used. Representative sites must be used if you cannot collect enough samples from tiered sites. 

The selected sampling sites must be used in all subsequent monitoring periods. If you cannot gain access to an original sampling site, you must collect a tap sample from another site which meets the same tiering criteria as the original site and you must report any sampling site changes when submitting samples.

Please use the Materials Survey Worksheet form to document your materials survey investigation results. 



(This page intentionally left blank for double sided printing)


Materials Survey Worksheet
	PWS ID:
	      
	PWS Name:
	     

	Population:
	      
	# of Sites Needed:
	     
	*Based on standard monitoring from Table 1.



	Type of Structure (SFR/MFR/BLDG)
	Location
	Contact
	LSL (Y/N)
	Home Plumbing Material
	Plumbing Verified (Y/N)
	Sample Type
	Received Sampling Instructions (Y/N)

	
	
	Name
	Phone
	
	
	
	Routine
	Optional
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Single Family Residence (SFR)

	Multi-family Residence (MFR)

	Public or Commercial Building (BLDG)
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