
IDEQ Storm Water Best Management Practices Catalog  
September 2005 
  
 
 

54

Sanitary/Septic Waste Management           BMP 14 
 
 
Description Prevent the discharge of pollutants to stormwater from sanitary/septic waste by 

providing convenient, well-maintained facilities, and arranging for regular 
service and disposal. 
 

Applications All construction sites where portable facilities are used. 

Drainage area – N/A       Maximum slope – N/A       
Minimum bedrock depth - N/A       Minimum water table - N/A 
NRCS soil type - N/A                         Freeze/thaw – N/A       
Drainage/flood control – N/A        

 

Limitations 

No major limitations. 
 

Targeted 
Pollutants 

Nutrients 
Bacteria 
 

Approach Sanitary and septic wastes should be disposed of in accordance with state and 
local requirements. Some of these requirements are listed below: 

 Locate sanitary facilities in a convenient location. 
 Avoid discharging or burying untreated raw wastewater. 
 Ensure that temporary septic systems treat wastes to appropriate levels 

before discharging. 
 If using an on-site disposal system (OSDS) such as a septic system, 

comply with local health agency requirements. 
 Ensure that temporary sanitary facilities that discharge to the sanitary 

sewer system are properly connected. This practice will help eliminate 
illicit discharges. 

 If discharging to the sanitary sewer, contact the local wastewater 
treatment plant for their requirements. 

 Ensure that a licensed service maintains sanitary/septic facilities in 
good working order. 

 Portable units may need to be staked or secured to a fixed object. 
  

Maintenance  Inspect facilities regularly. 
 Arrange for regular waste collection. 


