
1

Paula Wilson

From: PICKEL, TERRY <TPICKEL@cdaid.org>
Sent: Tuesday, January 17, 2012 2:37 PM
To: Paula Wilson
Cc: MARKLEY, JIM; SCHREMPP, GREG; NOLAN, GARY; PICKEL, TERRY
Subject: Draft Rule public comments.

Good afternoon Paula, 
 
Please see the following proposed language on the Draft No. 3. 
 
  
552. FACILITY AND DESIGN STANDARDS: OPERATING CRITERIA FOR PUBLIC WATER 
SYSTEMS. 
 
06.   Cross Connection Control Program – Community Water Systems 
 
c.           Annual inspections and testing of all installed backflow prevention assemblies by a tester licensed 
by a licensing authority recognized by the Department. Testing shall be done in accordance with the test procedures 
published by the University of Southern California Foundation for Cross-Connection Control and Hydraulic 
Research. See the USC Foundation Manual of Cross-Connection Control referenced in Subsection 002.02. 
Assemblies that cannot pass annual tests or those found to be defective shall be repaired or, replaced, or isolated 
within forty-eight (48) hours a time period determined by local ordinances. The water purveyor having jurisdiction  
shall be notified of the action taken within forty-eight (48) hours of failure by the tester. (4-7-11) 
 
d.          Discontinuance of service to any structure, facility, or premises where suitable backflow 
protection has not been provided for a cross connection. If the failed assembly cannot be repaired, replaced, or 
isolated within forty-eight (48) hours, water service to the failed assembly shall be discontinued. with   
notification of the water purveyor having jurisdiction provided by the tester. (4-7-11) 
 
 
Thank you, 
 

Terry W. Pickel 
Assistant Superintendent 
City of Coeur d'Alene, Water Dept. 
 
 


