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5.9 Septic Tank Effluent Filters 
Table 5-8 shows septic tank effluent filters currently certified by DEQ. 

Table 5-8. Septic Tank Effluent Filters Certified by DEQ 
Effluent Filter Model # Unit Dimensions  Septic Tank Liquid Depth Approval 

Date 
NSF 
Certification  

Bio Weir Filters, Inc.  
3 Milton Avenue  
Newnan, GA 30263  
770-301-6603 

D/F SC/9    11/03/03 

Bowco Industries 
5486 S.E. International Way 
Portland, OR 97222 
888-232-9991 

EF-235 Total overall Height 27.5” 
Filter Height 25” 
Total overall Diameter 4.35” 
Filter Diameter 4.00” 

Fits 4” SDR-35 or 
Schedule 40 outlet tees 
Flow Rate up to 
1,500 Gallons/day 

07/28/2008 06/02/2004 

Norweco 
220 Republic Street 
Norwalk, OH 44857-1196 
419-668-4471 

BK 2000 Separate settling/retention basin, 2’ o.d. x 
6’ 4½” 

Not applicable 10/18/99 05/06/2002 

Northwest Cascade Stuth 
16207 Meridian 
Puyallup, WA 98373 
1-800-444-2371 

Effluent Filter 24” x 18” Adjust filter stand length 6/05/2000  

Orenco Systems, Inc. 
814 Airway Ave. 
Sutherlin, OR 97479 
1-800-348-9843 

FT - Series 
FT j - Series 
FT i - Series 

Biotube Effluent Filters 
Biotube (jr) Effluent Filters 4” dia by 18”  
Biotube Insert Effluent Filters  

Order to fit tank 
Up to 45” 
Fits in existing baffle 

12/13/99 
12/13/99 
12/13/99 

 

Polylock, Inc 
173 Church Street 
Yalesville, CT 06492 
800-234-3119 

PL-122 
PL-68 

4.25” x 4.25” x 12.5” (depth) 
4.2” x 14.4” (depth) 

Up to 31.25”  
Fits in existing baffle 

10/21/99 06/06/2000 
12/9/2003 
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Effluent Filter Model # Unit Dimensions  Septic Tank Liquid Depth Approval 
Date 

NSF 
Certification  

Premeir Tech 2000 ITEE 
1 Avenue Permeir 
Rivière-Du-Loup, Quebec 
G5R 6C1  
CANADA 
418-867-8883 

EFT-80 
 

    11/03/03 

Tuf-Tite Inc. 
500 Capital Drive  
Lake Zurich, IL 60047  
800-382-7009 

EF-4 / EF-4 
Combo 
 
EF-6 / EF-6 
Combo 

4” diameter for Vented Tees (1/16” 
filtration) 
 
6” diameter x 14” rise (1/16” filtrations, 
built-in reducer to 4” outlet) 

Fits in existing baffle 
 
 
Liquid depth of 35”. Flow rate 
up to 1500 GPD.  

08/22/02 
 
 
07/23/12 

05/06/02 
 
 
09/2003 

Zabel Wastewater Systems 
6244 Old LaGrange Road 
Crestwood, KY 40014  
800-221-5742 

A100 
A300 
A1800 

11.4” diameter x 16” high (residential, 
1/16”) 
11.4” diameter x 16” high (commercial, 
1/32”) 
4” diameter for vented tees (1/16” 
filtration) 

Variable adjusts w/extension 
Variable adjusts w/extension  
Fits existing baffled tank 

04/21/88 
05/19/98 
03/24/94 

06/06/00 
06/06/00 
06/06/00 

Zoeller Pump Co.  
3649 Cane Run Road  
Louisville, KY 40211 
502-778-2731 

P/N 170-0078 4” diameter for Vented Tees (1/16” 
filtration) 

Fits in existing baffle 08/22/02 05/06/02 
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